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PANEL DESCRIPTION

- HDMI2.0, HDCP2.2/HDCP1.4 compliant
- Support video format up to 4K2K@60Hz with 24bit RGB/
  YCbCr 4:4:4/YCbCr 4:2:2, and up to 4k2k@60Hz with   
  12bit YCBCR 4:2:0
- Support color space conversions among RGB, YCbCr4:4:4, 
  YCbCr4:2:2 and xvYCC video formats
- Support all HDMI 3D formats up to 2160p@30
- Support high resolution VESA mode video format up to 
  QSXGA@60Hz
- Support reception of any audio data conforming to the 
  HDMI specification such PCM at up to 192kHz, 
  compressed audio (IEC 61937), DSD, DST, DTS and HBR
- Support simultaneous HDMI Coax and L/R audio outputs
- Support smart EDID management
- Support RS-232, remote control, on-panel control and 
  TCP/IP Control 

KEY FEATURES

4K@60 Hz HDMI 2.0 MATRIX SWITCH 
WITH HDCP2.2 SUPPORT AND HDR

SW-HDM2-T4K-4X4
4X4 HDMI 4K60 Matrix Switcher with HDR/

IR/RS232/Telnet and Web GUI Support

ITEM 
Model

Description

HDMI Standard 

HDCP Compliant 

Video Bandwidth 

Supported Resolution 

RJ45 CONNECTOR

Audio Support

HDMI 2.0

18 Gbps

Output Ports

Input Ports

Dimensions (LxWxH) 

Weight

Power Supply

Power Consumption 

Operating Temperature 

Storage Temperature

WE/SS 8P8C with 2 LED indicators

Supports LPCM 2/5.1/7.1CH, Dolby Digital 2/5.1CH, DTS 
2/5.1CH (Bypass), DolbyTrueHD and DTS-HD Master Audio

4 lbs

12V/2.5A DC (US/EU standards, CE/FCC/UL certified)

9 W 

32˚ ~ 140˚F (0˚ to 60˚C)

-4˚ ~ 140˚F (-20˚ ~ 60˚C) 20~90% RH (no condensation)

SPECIFICATION 

SW-HDM2-T4K-4X4

4X4 HDMI 4K60 Matrix Switcher

2.2

17.2” x 8” x 1.8”

30~50 kHz

4×HDMI, 1×IR Receiver, 1×RS-232, 1xRJ-45(Control)

480i, 576i, 480p, 576p, 720p, 1080i, 1080p24/30/50/60, 
2160p24/25/30/50/60;

IR Frequency

4×HDMI, 4×Toslink, 4×L/R

1 LCM

3 Power Button

5 Input/output selection buttons

7 Audio Output

2 IR Window

4 Lock Button

6 EDID Buttons

8 LAN (RJ45)

10   HDMI INPUT 9 RS 232

11 HDMI OUTPUT

9 10 138 11 12

7

1 3 4 5 62

12 IR Out

13 Power Jack 




